
L1 2940mm | 115.75” L3 1615mm | 63.6"

L2 2115mm | 83.3” L4 1550mm | 61"

Ø1 Ø110mm + spigot | 4.3"

EQUINOXE 

Designed by Jean-Michel Wilmotte, the EQUINOXE bracket is 
characterised by its trapezoidal open arm topped by a double tie 
rod.

Available in several variants, the EQUINOXE bracket can be 
perfectly integrated into many environments.

It is made of die cast aluminium and is available in all standard 
Schréder colours.

Certified for the loads defined in EN40, the EQUINOXE range can be 
installed on poles with CE marking.

BRACKET

Technical information

DIMENSIONS

GENERAL

Material Die-cast aluminium

Finish Polyester powder-coating

Colour AKZO 900 grey sanded
Any RAL or AKZO colour upon request

Seaside coating Available upon request
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EQUINOXE
PRODUCT VARIANTS

INFORMATION FOR EN40 CALCULATION

Note: this Information is to be combined with the specific technical drawing. 

To pole To luminaire

Family Type
Length 
(mm)

Reference Interface on top Diameter of installation Wall
Horizontal square 
40x40 (Mini-Midi)

Horizontal square  
40x49 (Maxi)

EQUINOXE Top single 1330 EQU141P Ø110 + Spigot Ø89 x 100 - x

EQUINOXE Top single 1330 EQU142P Ø110 + Spigot Ø89 x 100 - x

EQUINOXE Top single 1830 EQU241P Ø110 + Spigot Ø89 x 100 - x

EQUINOXE Top single 1830 EQU242P Ø110 + Spigot Ø89 x 100 - x

EQUINOXE Top single 2650 EQU341P Ø110 + Spigot Ø89 x 100 - x

EQUINOXE Top single 2650 EQU342P Ø110 + Spigot Ø89 x 100 - x

EQUINOXE Top double 1330 EQU641P Ø110 + Spigot Ø89 x 100 - x

EQUINOXE Top double 1330 EQU642P Ø110 + Spigot Ø89 x 100 - x

EQUINOXE EP4 Annular on pole 
D130 470 EQU721P Ø110 + Spigot Ø89 x 100 125 < Ø inst. < 130 x

EQUINOXE EP4 Annular on pole 
D142 470 EQU731P Ø110 + Spigot Ø89 x 100 137 < Ø inst. < 142 x

EQUINOXE EP4 Annular on pole 
D160 470 EQU741P Ø110 + Spigot Ø89 x 100 155 < Ø inst. < 160 x

EQUINOXE Wall EP4 470 EQU744P - - x x

EQUINOXE Wall 1280 EQU441P - - x x

EQUINOXE Wall 1280 EQU442P - - x x

Name Reference Type Length
(mm)

Centre of 
pressure on X 

(mm)

Centre of 
pressure on Z 

(mm)

Endpoint 
bracket on 
X (mounting 
point - mm)

Endpoint 
bracket on 
Z (mounting 
point - mm)

CxS
(m²)

Weight
(kg)

EQUINOXE top 
single 1220 EQU141P / EQU142P Single 1330 357 208 1335 381 0.28 11

EQUINOXE top 
single 1720 EQU241P / EQU242P Single 1830 536 239 1831 487 0.35 12

EQUINOXE top 
single 2595 EQU341P / EQU342P Single 2650 870 232 2658 383 0.53 15

EQUINOXE top 
double 1220 EQU641P / EQU642P Double 1330 0 220 1335 381 0.42 15.5

EQUINOXE 
annular EP4

EQU721P / EQU731P / 
EQU741P

Annular 470 200 0 470 0 0.05 2


